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FGb Series

FGb series pumps are equipped with vortex impeller. The benefit of a vortex impeller

over a channel impeller is the minimised risk of clogging. A Vortex impeller is also a

better choice when the pumped liquid has a high content of sand. FGb Series pumps

have large free passage upto 3% in diameter suitable for lifting of sewage liquids, civil

waste and industrial waste water containing solids and viscous materials, heavy muds

or fermented sludge.

Operating parameters

Max Flow upto 216m3/hr
Max Head upto 65.5m
Impeller Type Vortex - Curved vane
Outlet Size 40 - 100mm
Max Solid Size upto 90mm
Maximum Liquid Temperature upto 40°C
Service S1 Duty

No. of Starts / Per Hour 20

Max. immersion depth 20m

pH range 6to 12

Liquid Viscosity 1 mm?/s
Liquid Density 1kg/dm?

Max. Noise level <70dB

Specifications

Power Range 0.5 to 50 kW

Power Supply 230V - Single phase & 380-415V - Three Phase, 50Hz, AC.
Ingress Protection 1P68

Motor Dry Type Induction motor

Speed 1450 / 2850 rpm

Class of Insulation H

Moisture sensor # Available

Thermal Overload Protector * Available

Inbuilt capacitor o Available

Starting Method

Single Phase - CSR, Three Phase - DOL & SD

Shaft Seal

Single / Double Mechanical seal

Mechanical Seal Face Combination

Motor Side : Graphite / Alumina Pump Side : Silicon Carbide / Silicon Carbide

Bearing Type Shielded prelubricated bearing
Cable Type HO7RNF
Standard Cable Length 10m

Material of Construction

Casing Cast iron EN-GJL-260

Impeller Cast iron EN-GJL-260

Motor Housing Cast iron EN-GJL-260

Shaft Stainless Steel X30 Cr13 (AlISI 420)
Fasteners Stainless Steel A2 (AISI 304)
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FGb Series

Cross Section Drawing

1. Fully submersible pressure tight electric motor 6. Cable

2. Rotor Shaft 7. Thermal overload protector

3. Bearing 8. Float switch

4. Mechanical seal 9. Qil inspection plug

5. Vortex Impeller 10. Air plug hole for the motor watertightness control

PRODUCTS IDENTIFICATION CODE

F XX 250 - 2 (P (m) () / (A
e S

. FIPS + IMPELLER  + SERIES NAME « NO.OF POLES « OUTLET + SINGLE-PHASE + SINGLE PHASE  « AUTOMATIC
PRODUCTION DESIGN (MOTOR SPEED) SUITABLE MODEL WITH ON/ OFF
Gb - Vortex curved vane FOR AUTO E;(\]I;/EEPT%R WITH FLOAT
Ga - Vortex straight vane COUPLING

(SUPPLIED WITH
CONTROL BOX)

* The above diagram is only for illustration purpose the actual construction of the product may vary according to the model.



FGb 250-301

PERFORMANCE TABLE

PERFORMANCE CURVES
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DIMENSION DRAWING

Performance curve tolerances are as per Hl : 14.6 / ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.

150

P1 P2 I/'sec 0 1 2 3 4
No | Model - Type w | kw | VO] WF ] Ame o Em mélh 0 36 72 108 144
1 |FGb250-2m/A e 0.65 0.5 230 16 3 7.2 6.3 5.3 4.4
1 |FGb 250-2 0.65 0.5 400 2 7.2 6.3 58] 4.4
2 |FGb276-2 m/A 0.8 0.6 230 16 4 Head 10 9.2 8.4 7.5 5.8
2 |FGb276-2 0.8 0.6 400 1.5 inm 10 9.2 8.4 7.5 5.8
3 |FGb 301-2 m/A 0.9 0.8 230 16 4.8 121 9.9 8.4 7.3
3 |FGb301-2 0.9 0.8 400 1.5 121 9.9 8.4 73
e Inbuilt capacitor hence separate control box is not required.
ACCESSORIES DETAILS & IDENTIFICATION CODE
- Model - Type Power C‘able.z Control Cable Auto coupling | Auto coupling | Base Frame | Pump Outlet flange type
No. of Core | Size in Sq_mm Model Code Model (|nch)
1 FGb 250-2 m/A 4 1.5 NA V40N-1F 146294 NA THREADED G1%:"
1 FGb 250-2 4 1.5 NA V40N-1F 146294 NA THREADED G1%2"
2 FGb 276-2 m/A 4 1.5 NA V40N-1F 146294 NA THREADED G1%"
2 FGb 276-2 4 1.5 NA V40N-1F 146294 NA THREADED G1%"
3 FGb 301-2 m/A 4 1.5 NA V40N-1F 146294 NA THREADED G1%2"
3 FGb 301-2 4 1.5 NA V40N-1F 146294 NA THREADED G1%"
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FGb 311

PERFORMANCE TABLE

PERFORMANCE CURVES
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Flow (I/s)

P1 P2 I/sec 0 1 2 3 4
No | Model - T | F | Am m
o | Model - Type KW aw |t E 2 méh 0 36 72 108 14.4
1 |FGb311-2m/A e 1.1 0.8 230 | 22 5 Head 8.3 7.8 7.3 6.3 4.4
1 |FGb311-2 1.1 0.8 400 2 inm 8.3 7.8 7.3 6.3 4.4
e Inbuilt capacitor hence separate control box is not required.
ACCESSORIES DETAILS & IDENTIFICATION CODE
No Model - T Power Cable Control Cable Auto coupling | Auto coupling | Base Frame | Pump Outlet flange type
o No. of Core | Size in Sq.mm Model Code Model (inch)
FGb 311-2 m/A 4 1.5 NA V40N-1F 146294 NA THREADED G1%%"
FGb 311-2 4 1.5 NA V40N-1F 146294 NA THREADED G1%%"

INSTALLATION DRAWING
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DIMENSION DRAWING
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Performance curve tolerances are as per Hl : 14.6 / 1ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb 512-518

PERFORMANCE CURVES
Flow (m3h)
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Flow (I/s)

PERFORMANCE TABLE

P1 | P2 l/'sec 0 1 2 8] 4 5 6

XD | el =8 kw | kw | VOt [ BF | Amp | om mh |0 36 72 10.8 144 18 216

1 |[FGb512-2m/A e| 1.1 | 0.8 | 230 | 22 5 1.2 10.5 9.7 8.8 7.7 6

1 |FGb 512-2 1.1 | 0.8 | 400 2 Head 1.2 10.5 9.7 8.8 7.7 6

2 |FGb 518-2 ms/A 17| 12| 230 | 30| 74 inm 13.1 12 10.7 9.5 8.4 71 57
2 |FGb518-2 1.7 | 1.2 | 400 2.5 13.1 12 10.7 9.5 8.4 7.1 5.7

e Inbuilt capacitor hence separate control box is not required.

ACCESSORIES DETAILS & IDENTIFICATION CODE

No Model - Type Power C.ablelz Control Cable Auto coupling | Auto coupling | Base Frame | Pump Outlet flange type

No. of Core | Size in Sq.mm Model Code Model (inch)

1 FGb 512-2 m/A 4 15 NA V40N-2F 146295 NA THREADED 2” BSP

1 FGb 512-2 4 15 NA V40N-2F 146295 NA THREADED 2” BSP

2 FGb 518-2 ms/A 4 1.5 NA V40N-2F 146295 NA THREADED 2” BSP

2 FGb 518-2 4 1.5 NA V40N-2F 146295 NA THREADED 2" BSP

DIMENSION DRAWING
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Performance curve tolerances are as per Hl : 14.6 / ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb Series

Cross Section Drawing

1. Fully submersible pressure tight electric motor
2. Rotor Shaft

3. Bearing

4. Mechanical seal

5. Vortex Impeller

-
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6. Cable

7. Thermal over load protector
8. Float switch

9. Oil inspection plug

10.Air plug hole for the motor water tightness control

* The above diagram is only for illustration purpose the actual construction of the product may vary according to the model.



FGb 50

PERFORMANCE CURVES

Flow (m3/h)
35

0 5 10 15 20 25 30
2
£ 2850rpm |’ &
§ 20 | 65 -8
| (]
T 18 60 T
I 55
16 ~
I 50
1 | 45
12 N 40

6 1 I 20
4 :15
10
) I
5
0 70
0 2 4 6 8 0
Flow (I/s)
PERFORMANCE TABLE
P1 | P2 Usec 0 1 2 3 4 5 6
No |Model - T Vol F | Amp | rpm
o | Model - Type wo | okw | VOt m s mih 0 36 7.2 10.8 14.4 18 216
1 |FGb50.0,8-2miAe 1 08 | 230 | 22| 46 | 2850| 50 | 40 | 13.3 12.2 10.8 9.3 7.9 6.2
1 |FGb50.0,8-2 1 08 | 400 2.1 | 2850 sy | 133 122 10.8 9.3 7.9 6.2
ea
2 |FGb50.1,2-2 ms/A 16 | 12 | 230 | 30 | 7.1 | 2850 80 | 40 | "SI 154 13.6 12.1 105 9 7.4 6
3 |FGb50.1,2-2 16 | 1.2 | 400 3.1 | 2850 18.1 17 15.6 14 12.2 10.2 8.2

e Inbuilt capacitor hence separate control box is not required.

DIMENSION & WEIGHT DATA

A A3 Power Cable
No Model - Type e = E F3 H DN2 DN4 P3 P4 No. of Core | Size in Sq.mm
1 FGb 50.0,8-2 m/A 410 368 77 150 290 2’ 2’ 250 445 4 15
1 FGb 50.0,8-2 410 368 77 150 290 2" 2" 250 445 4 15
2 FGb 50.1,2-2 ms/A 430 388 77 150 290 2" 2" 270 465 4 15
3 FGb 50.1,2-2 430 388 77 150 290 2" 2" 270 465 4 15

* Al the above models can be supplied with auto coupling option. Suffix “P” in the respective model to denote the same.

DIMENSION DRAWING

150

130

Performance curve tolerances are as per Hl : 14.6 / 1ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb 65

PERFORMANCE TABLE

P1 | P2 Vsec | 0 3 5 9 | 10
No | Model - T Vot | pF | A
|| e hE KW | kw il e mh | 0 | 36 | 72 | 108 | 144 18 288 | 324 | 36 | 396 432
1| FGb 65.0,8-2 1 0.8 400 2.1 2850 | 65 | 55 | 10 | 88 | 76 | 65 | 54 | 43 0.9
2 | FGbe512-2ms/Al 16 | 12 | 230 | 30| 7.1 beag| 11| 102] 93 ] 83| 73 62 27 | 14

ea

2 | FGb65.1,2-2 16 | 12 | 400 31 | 2850 | 65 | 85 | °°%| 41 |102| 93 83 | 7.3 | 62 27 | 14
3 | FGb65.1,85-2 23 | 1.85 | 400 4 17 | 162 | 154 | 145 | 136 | 129 94 | 81| 69| 57| 46
4 | FGb65.2,6-2 33| 26 | 400 5.9 55 22 | 211] 204|192 | 182 17 13.7 | 125 | 114 | 102 9

PERFORMANCE CURVES

20

40

Flow (m%h)
50

2850 rpm

/
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@

Flow (I/s)

=

S
No | Model - Type A s E F3 H DN2 | DN4 P3 P4 o C:few‘ rs?zzb:ﬁ e
1 FGb 65.0,8-2 436 385 70 175 306 2"1/2 2"/2 282 478 4 1.5
2 FGb 65.1,2-2 ms/A 455 405 70 175 306 2"1/2 2"1/2 302 498 4 15
2 FGb 65.1,2-2 455 405 70 175 306 2"1/2 2"1/2 302 498 4 15
3 FGb 65.1,85-2 485 455 70 175 306 2"1/2 2"/2 303 428 7 1.5
4 FGb 65.2,6-2 505 455 70 175 306 2"/2 2"1/2 397 548 4 15

* All the above models can be supplied with auto coupling option. Suffix “P” in the respective model to denote the same.

DIMENSION DRAWING

Performance curve tolerances are as per Hl : 14.6 / 1ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb 600-2

PERFORMANCE CURVES
Flow (m3h)
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4 8 12 16 20
Flow (I/s)
PERFORMANCE TABLE
Model - Type
1 |FGb615-2ms 1.55 1.1 230 40 7.5 14.2 134 10.2 7.6
2 |FGb615-2 1.45 1.1 400 & 14.5 13 10.6 8.1 oI5 8
3 |FGb 625-2 2.1 1.85 400 4.4 ';'ne?: 18 16 13.8 11.5 9 6.5 35
4 |FGb 630-2 3.2 2.6 400 58 20.9 19.6 17.5 15.2 13 10.5 7.8
5 |FGb 640-2 4 3 400 7.5 22 21.8 20.5 18 15.3 12.3 9
DIMENSION & WEIGHT DATA
M T 5 = Power Cable
odet - Type max No. of Core | Size in Sq.mm
1 FGb 615-2 ms 400 210 435 4 15
2 FGb 615-2 440 250 475 4 1.5
3 FGb 625-2 400 210 435 4 15
4 FGb 630-2 440 225 475 4 1.5
5 FGb 640-2 465 230 500 4 15
DIMENSION DRAWING
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Performance curve tolerances are as per Hl : 14.6 / 1ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb 1000-2

PERFORMANCE CURVES
Flow (m3h)
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Flow (I/s)
PERFORMANCE TABLE
Model - Type
1 |FGb 1016.1,1-2/116.19 1.4 1.1 400 3 10.2 9.1 7.9 6.7 5.6 4.5
2 |FGb 1026.1,85-2/130.17| 2.3 1.85 400 13 11.9 10.7 9.5 8 6.7 5.6 4.5
3 |FGb 1031.2,6-2/140.16 3.2 26 400 5.8 16 14.7 134 1.9 10.6 9.3 7.9 6.6
4 |FGb 1056.4-2/160.19 4.9 4 400 9 19.1 18.5 17.9 17 15.6 14 12.3 10.4

DIMENSION & WEIGHT DATA

No | Model - Type T Al | A2 | B B1|,B2| C |C1|C2| D | D1 E H J X Y Z | Z1 | Z3 | Z4 | Z6 |[DN3| P3 | P4

FGb 1016.1,1-2/116.19) 479 | 300 | 160 | 250 | 154 | 255 | 220 | 110 | 55 | 635 | 355 | 56 | 400 | 134 | 130 [42.4 [ 84 [ 100 | 90 100 | 140| 65 | 320 | 510 | 65 | 31 |
FGb1026.1,85-21130.17| 479 | 300 | 160 | 250 | 154 | 255 | 220 | 110 | 55 | 635 | 355 | 56 | 400 | 134 | 130 |42.4 | 84 | 100 | 90 | 100 | 140 | 65 | 320 | 510

1
2
3 |FGb 1031.26-21140.16| 485| 300 | 160 | 250 | 154 | 255| 220 | 110 | 55 | 635| 355 | 56 | 400 | 134| 130 | 42.4| 84 | 100| 90 | 100 | 140| 65 | 310 | 625 | 65 | 40 |
4 |FGb10564-21160.19 | 505 | 325| 168 | 270 | 148 | 258 | 240| 120| 72 | 707 | 430 | 64 | 425| 160 | 145| 60.3| 95 | 150 | 120| 120 | 175 | 80 | 345 | 555

ACCESSORIES DETAILS & IDENTIFICATION CODE

No Model - Type Power Cable Control | Auto coupling | Auto coupling | Base Frame Pump outlet Pump Outlet flange type
P No. of Core | Size in Sq.mm Cable Model Code Model flange code (inch)
1 FGb 1016.1,1-2/116.19 4 1.5 NA V65 121058 NA NA SQUARE FLANGE 2%%"
2 FGb 1026.1,85-2/130.17 4 1.5 NA V65 121058 NA NA SQUARE FLANGE 27"
3 FGb 1031.2,6-2/140.16 4 1.5 NA V65 121058 NA NA SQUARE FLANGE 272"
4 FGb 1056.4-2/160.19 4 1.5 NA V80 121060 NA NA SQUARE FLANGE 2%%"
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Performance curve tolerances are as per Hl : 14.6 / 1ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb 1000-2

PERFORMANCE CURVES
Flow (m3®h)
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6 20
Flow (I/s)

PERFORMANCE TABLE

P1 | P2 Vsec | O | 2 | 4 | 6 | 8 | 10| 12| 14 | 16 | 18 | 20 | 22
No | Model - Type KW | kw \olt Amp | - pm m¥h | 0 | 7 | 14 | 216|288 | 36 | 432|504 |57.6|648| 72 | 79.2
1 |FGb1014.112112422] 13 | 14 400 3 9 | 77| 65| 52| 39| 27| 14| 02
2 |FGb1025.1852113222] 22 | 1.85 400 4 1 | 96| 83| 69|56 48| 29| 15| 0.2
3 |FGb1030.2,6-215522| 32 | 26 400 5.8 17 | 16 | 15 [138 | 12 | 105| 84 | 7 | 53
4 |FGb1057.4-2116022 | 49 | 4 400 9 19 | 18 |16.9 | 151 |128 | 114| 93 | 76 | 6 | 5
5 |FGb107755-216024| 68 | 55 400 12 27 | 25.1] 23.2| 21.2]19.3 | 17.4| 155 136 | 11.7 | 9.7 | 58| 3.9

DIMENSION & WEIGHT DATA

No | Model - Type AM|A2| B |B1|B2|C |C1|C2| D D1|E|F|F2|F3|H | J|X| Y |Z|21|Z2|23|2Z4| 26 |DN3| P3| P4

FGb 1014.1,1-2/124.22| 470 | 300] 160| 250| 145| 242| 220| 110| 55 | 635| 355| 56 | 59| 105| 205| 400| 134| 130 42,4 84| 100| 12 | 90 | 100] 132| 65 | 310| 510| 65 | 25 |
FGb 1025.1,85-2/132.22| 470 | 300| 160 250| 145| 242| 220| 110| 55 | 635| 355| 56| 59| 105| 205| 400| 134| 130| 42,4/ 84| 100| 12 | 90 | 100| 132| 65 | 320| 515

FGb 1030.2,6-21165.22| 485 | 300| 160| 250| 145| 242| 220| 110| 55 | 635| 355| 56| 59| 105| 205| 400| 134| 130| 42,4| 84| 100| 14 | 90 | 100| 140| 65 | 320| 525| 65 | 40 |
FGb 1057.4-2/160.22 | 505 | 325| 168| 270 148| 258| 240| 220| 72 | 707| 430| 64| 59| 105| 205| 425| 160| 145| 60,3| 95| 150| 14 | 120| 120 175| 80 | 345| 555

FGb 1077.5,5-2/160.24| 590 | 325| 168|320 | 165| 265|300 | 150 | 106 | 780 | 430 |45 | 80 | 125 | 225 | 460| 160| 145| 60,3/ 95 | 150| 14 | 120| 120| 175| 80 | 345| 620| 80 58

a B WwN =

ACCESSORIES DETAILS & IDENTIFICATION CODE

No Model - Tybe Power Cable Control Cable Auto coupling | Auto coupling | Base Frame | Pump Outlet flange type
- No. of Core | Size in Sq.mm Model Code Model (inch)
1 FGb 1014.1,1-2/124.22 4 1.5 NA V65 121058 NA SQUARE FLANGE 2%"
2 FGb 1025.1,85-2/132.22 4 15 NA V65 121060 NA SQUARE FLANGE 2%%"
3 FGb 1030.2,6-2/155.22 4 1.5 NA V65 121058 NA SQUARE FLANGE 24"
4 FGb 1057.4-2/160.22 4 1.5 NA V80 121060 NA SQUARE FLANGE 2%"
5 FGb 1077.5,5-2/160.24 4 1.5 NA V80 121060 NA SQUARE FLANGE 272"
DIMENSION DRAWING rL'q T
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Performance curve tolerances are as per Hl : 14.6 / 1ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb 75-2

PERFORMANCE TABLE

PERFORMANCE CURVES
Flow (m3h)
20 40 60 80
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® 190 5
® 26 |
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0 0
0 5 10 15 25
Flow (I/s)

No | Model - Type kPVJI va\zl Volt Amp rpm
1 |FGb 75.1,85-2/130.17 23 1.85 400 4 2850
2 |FGb 75.2,6-2/145.21 &3 2.6 400 5.8 2850
3 |FGb 75.3-2/160.19 3.7 3 400 6.1 2850
4 |FGb 75.4-2/148.32 4.9 4 400 9 2850
5 |FGb 75.5,5-2/158.32* 6.8 5.5 400 12 2850

mvh 0 108 | 216 | 324 | 432 54 648 | 756 | 792
16.8 | 145 12 9.5 7 45 2

Head | 20 18 164 | 135 | 105 | 65 35

inm 24 215 19 158 | 1238 95 6.1
25 23 20.3 17 14 1.2 8.1
29 27 246 | 216 | 185 | 158 | 125 | 85 7

* Inbuilt with TOP

DIMENSION & WEIGHT DATA

Power Cable

- A
i 2 max No. of Core | Size in Sq.mm
1 |FGb 75.1,85-2/130.17 507 4 15
2 |FGb 75.2,6-2/145.21 507 4 1.5
3 |FGb 75.3-2/160.19 513 4 15
4 |FGb 75.4-2/148.32 513 4 15
5 |FGb 75.5,5-2/158.32* 563 12 15
DIMENSION DRAWING
|
Y11 \ [Ty

Performance curve tolerances are as per Hl : 14.6 / 1ISO : 9906, Grade - 2B.
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In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.

Zirantec

525




FGb 80-2

PERFORMANCE CURVES
Flow (m3%h)
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—~26 85
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Flow (I/s)

PERFORMANCE TABLE

No | Model - Type

FGb 80.1,85-2/140.16 | 2.3
FGb 80.2,6-2/140.160 | 3.2
FGb 80.4-2/160.19 5

4 | FGb 80.5,5-2/160.19 7
* Inbuilt with TOP

13 | 118 | 107 | 97 | 86 74 | 58
Head | 13 | 125 | 118 | 106 | 95 83 | 72 | 63 | 53
inm | 177 | 172 | 165 | 154 | 145 | 132 | 11.7 | 104
19 | 182 | 173 | 162 | 152 | 145 | 132 | 117 | 105 | 93

WN =

DIMENSION & WEIGHT DATA

325

Power Cable
Model - Type - B B1 (o} C1 D P4 No. of Core | Size in Sq.mm
1 | FGb 80.1,85-2/140.16 540 380 180 212 106 690 546 4 15
2 FGb 80.2,6-2/140.160 540 280 180 212 108 690 596 4 15
3 FGb 80.4-2/160.19 560 385 230 310 155 795 616 4 1.5
4 FGb 80.5,5-2/160.19 610 385 230 310 155 795 666 12 15
DIMENSION DRAWING 150 95 B B
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Performance curve tolerances are as per Hl : 14.6 / ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb 80-2

PERFORMANCE CURVES
Flow (m3%h)
0 10 20 30 40 50 60 70 80 9 100 110 120
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PERFORMANCE TABLE

P1

No- | Model - Type KW w | Vot | Amp m¥h 0 14 29 432 | 576 | 12 864 | 100.8
1 |FGb80.7,52/15540 * | 9.3 75 | 400 16 24 22 19 16 13 9.8

2 |FGb80.9,5-2/160.40*#| 10.8 | 95 | 400 19 2041 | 2714 | 25.1 23 | 209 | 175

3 |FGb80.11-2/180.40 "% | 135 | 11 400 | 22 Head | 344 | 32 | 208 | 271 | 249 | 218 | 18

4 |FGb80.19-2/215.35 % | 22 19 400 | 37 439 | 418 | 39 | 363 | 335 | 203

5 |FGb80.24-2/22040 *# | 27.5 | 24 400 | 46 521 | 497 | 474 | 451 | 426 | 392 | 351 | 312

* Inbuilt with TOP # Moisture sensor available

DIMENSION & WEIGHT DATA

Model - Ty
BeEl=Thpe max max max max max

FGb 80.7,5-2/155.40 * 643 775 365 220 312 147 | 780 71 420 700 740 738 843 260
FGb 80.9,5-2/160.40 *#| 690 775 365 220 312 147 | 780 71 420 745 740 738 843 260
FGb 80.11-2/180.40 *# 690 775 365 220 312 147 | 780 71 420 745 740 738 843 260
FGb 80.19-2/215.35 *# 945 945 410 252 316 158 | 820 90 450 960 1050 1075 1180 310
FGb 80.24-2/220.40 *# 1035 1035 410 252 316 158 | 820 90 450 1050 1050 1075 1180 310

a s WN -

ACCESSORIES DETAILS & IDENTIFICATION CODE

- Model - Type — ;;)r\;ver (S:?Zt:?n o Control Cable Am?w ((:)tzjlglullng AutoC(:)oduepllng Bas',aoztllme Basgolzjr:me Pump OUt(liitc :z)mge type
1 FGb 80.7,5-2/155.40 * 12 15 NA V80N 121059 NA NA ROUND FLANGE 3”
2 | FGb 80.9,5-2/160.40 *# 7 25 NA V80N 121059 NA NA ROUND FLANGE 3"
3 | FGb 80.11-2/180.40 *# 7 25 NA V8ON 121059 NA NA ROUND FLANGE 3"
4 | FGb 80.19-2/215.35 *# 4 4 NA V80N 121059 BAP80-100 117184 ROUND FLANGE 3"
5 | FGb 80.24-2/220.40 *# 4 4 NA V8ON 121059 BAP80-100 117184 ROUND FLANGE 3"

DIMENSION DRAWING

B1

220

N
==t
A

395

Performance curve tolerances are as per Hl : 14.6 / ISO : 9906, Grade - 2B.
In view of continuous developments, the information / descriptions / specifications / illustrations are subject to change without notice.
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FGb Series

Cross Section Drawing

1. Fully submersible pressure tight electric motor
Rotor Shaft

Bearings

Mechanical seal

Vortex Impeller

Cable

o0 s N

10.
1.

Thermal over load protector

Oil chamber probe (optional)

Cooling jacket

Oil inspection plug

Air plug hole for the motor water tightness control

* The above diagram is only for illustration purpose the actual construction of the product may vary according to the model.







